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Armalamp is produced in two different sizes according to two different lamp types, 15W and 30W. There are single

lamped ones and double lamped ones.

There are 4 types as;
1x15W ArmalLAMP
2x15W ArmalLAMP
1x30W ArmalLAMP
2x30W ArmaLAMP

Reflector helps to increase the effec-
tiveness of UVC Lamp and spread it to
more areas.

e Armalamp contains Philips,
Osram and similar UVC Lamps.

e Mica screw piece to
adjust the cap angle

e Power supply cable entry

e Armalamp is produced
from galvanized sheet metal
and is baked and protected
by electrostatic powder
paint.

eWall mounting place

® On - off switch
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* Inside ArmaLAMP, there are two pieces of 0.30mm aluminum bright reflector plates placed on the mounting case under the
lamp and placed inside the cover. The reflector increases the effectiveness of the UVC lamp and helps it spread to more areas.
* ArmaLAMP contains Philips, Osram and similar UVC lamps. It is shipped with ArmaLAMP and mounted on the device.

* ArmaLAMP contains an electronic ballast suitable for the power of UVC lamps.

* Imported T8 lampholders are used in ArmaLAMP. a

* ArmaLAMP is mounted with quality mounting cables and fed with a 3x0,75mm quality 220V plug energy cable.
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ArmalLAMP's cover leaks out of the sides of the UVC light due to its side
covers designed to angle the body up to 90 degrees, it has been blocked.
It is intended to radiate towards the ceiling only in an angled manner. The
cover is mounted on the body with a mica screw piece and the cover is
angling can also be done in this way.

ArmalAMP is a low consumption device and should be operated not by the
motor or power lines, but by lighting or low consumption lines either by
plugging it into a socket or by connecting it to a switch.
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